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LIGHT DISTRIBUTION SPECIFICATION
Polar Candela Distribution Isofootcandle Plot -
1,900 180° 170° 160° 150° 1400 g 4 3 2 v Y W W Power Consumption now
1,583 130%4 Total Luminous Flux 7000 Im
":; 12007 Luminous Efficacy 100 Im/W
P 1o’ Input Voltage 120 ~ 277 VAC
317 1000 Beam Angle 145°
0 00 ° : ° °
- ! Operating Temperature -25~40°C/-13~104 °F
80°
63 i Average Lifespan Hours 50,000 hrs
950 s » Correlated Color Temperature 4000 K, 5000 K
sy . Color Rendering Index >70Ra
1,583 50°
1,900 ‘mife 0.001 fe Sensor Optional Photocell
W-0°H WE R W H W S0% Max Cd 1 Protection Cod P65
W -90°H Dosk‘axenu\lsofmn(l’lew(lslt) «=+ Max Cd NOTOSSIISTOMRCHON) 2000
Candela Distribution IsoCandela Plot Luminaire Material Aluminum Alloy
1,900 “80° -60° -40° -20° 0° 20° &° 60° 80°
o Luminaire Color Dark Bronze, Silver
1,699
w0 Installation Type Arm Mount, Surface Mount
1,478
e Certification UL, DLC, LightingFacts, FCC
il L Dimension 400 x 194 x 228® mm / 15.74" x 7.63" x 8.97"
e L Weight 27kg/5.95Ib
844 -20°
6 o DIMENSIONAL DRAWING
b B 525 mm/ 20.66"
211 k]
W Cd: 1,651, 90% Cd: 734, 40% 1
Cd: 0 W Cd: 1,376, 75% W Cd: 550, 30% 9
20° 40° 60° 80° 100° 120° 140° 160° 180° Cd: 1,101, 60% M Cd: 367, &
W-0°H 171-180°H W Cd: 917, 50% M Cd: 183, 10% -
W -90°H |1-270°H Point of Max Cd: 1,835.9 \ ]
— 7
525 mm / 20.66" 3 - 6
Rugged Die-Cast Aluminum Alloy 3 \ 3
Housing w/ Polyester Powder Coat o
: ‘©160 mm / ©6.31"
o :
&7
400 mm/ 15.74"
43 mm / 166"
l 228 mm / 8.97" |l 1ramm /e
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LED Flood Luminaire 240W

Model Number: PL-JG-SL-240

Features:
- cULus, LightingFacts, DLC, FCC
- Compact and Robust Design

- Optimum Heat DissipatiGal

SYeaplfimited\Warranty:

LIGHT DISTRIBUTION

Polar Candela Distribution
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11,000
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TYPE Il

TYPE Il

N
W20fc 1fc
Wiofc moSfe
Wsfc 0.1fc  WS0%MaxCd
Distance in units of mount height (20ft)
Isofootcandle Plot
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SPECIFICATION

Power Consumption

Total Luminous Flux
Luminous Efficacy

Input Voltage

Beam Angle

Ingress Protection Code
Average Lifespan Hours
Correlated Color Temperature
Color Rendering Index

e Certification

4 5
House Side

Housing

Operating Temperature
Dimension

Weight

Street Side

240 W

24,000 Im

100 Im/W

100 ~ 277 VAC
Type Il, Type lll, Type V

IP65

50,000 hrs

2700 K ~ 6000 K

270 Ra

UL,DLC, FCC

Aluminum Alloy
-35~+50°C/-31~+122°F

572 x 330 x 134 mm / 22.51" x 12.99" x 5.27"
6.5kg/14.33 b

Wmsic 0.1fc  WS0% Max Cd
Distance in units of mount height (20ft)

Max Cd
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SPECIFICATION

Power Consumption
Total Luminous Flux
Luminous Efficacy

30w
3,600 Im

83kg
182b

88A

Weight

Constant Current
Dimension

Input Voltage

Power Factor

Dimming

Beam Angle

Color Temperature
Mounting

Average Lifespan Hours
Color Rendering Index
Housing Color

Surge Protection Device
Lighting Control
Emergency Battery
Storage Temperature
Operating Temperature
Luminaire Material
Green Technology
IESNA LM-79 & LM-80

Certification
Warranty

Sow now

0w 120W

150 W

6,000im 8400im 10800im 14,400 Im
120 Im/W @ 4000 Kelvin
85kg 8.8kg 9kg 9.2kg 9.2kg
187b 194 b 198 b 2021b 2021b
11A 11A 1.75A 198A 242A
763.1 x 352.1 x 165.8 mm / 30" x 13.86" x 6.52"
100 ~ 277 VAC
>0.95 PF
Default: Non-dimmable / Optional: 0 - 10 V Dimmable
75° X 150°

Default: 4000 Kelvin / Optional: 5000 Kelvin, 3000 Kelvin
Vertical or Horizontal Pole Mounting
250,000 hrs @L70
280 Ra
Grey
Default: 10 kV / Optional: 20 kV
Default: None / Optional: Daylight Sensor
Default: None / Optional: Emergency Battery & Ballast
-40 ~ +70°C / -40 ~ +158 °F
40~ +50°C/ 40 ~ +122 °F

Die Cast & UV- F
Mercury-free, UV-free, RoHS Compliant

Tested by an independent laboratory

in accordance with IESNA LM-79 and LM-80
CE, SAA, FCC (Approved & Certified)
cULus, LightingFacts, DLC, (Pending)

S-year Limited Warranty

180 W

18,000Im 22,000 im

9.2kg
202b

341A

, T ™
(@ i BHC C €

N ]

Vertical
Mounting

15 degree Tiltable
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StreetView60W, 90W y 140W

MiniView 25W, 35W y 54W

Si necesita informacion por favor pongase en contacto con nosotr



